收缩槽使用操作规程
1、  (
铆
) (
保鲜膜
)将黑色橡胶软皮铺在槽内表面，随后将保鲜膜铺在上面；
2、  (
顶头
)将槽两端的卡片涂上胶；转动顶头，使移动的铆移动到槽上的箭头处；
 (
传感器
)3、将制备好的混凝土置入槽内，尺寸60mm×100mm×1000mm，用抹刀在四周稍微刮平；
 (
箭头处
) (
黑色橡胶软皮
)4、待浆体凝结一段时间后，拧下顶头，换上传感器，使传感器头缩到一半时拧紧（已贴标签，一定要对号入座）；
5、此时仪器开始进行自动收集数据；
6、将电脑与仪器连接（如用无线搜索，用户名：Schleibinger 密码：14505505；如用台式机器，需要将电脑的IP地址进行设置为IP 192.168.0.1XX,在IP的设置过程中一定保证不要与路由器地址192.168.0.1，收缩斗的IP地址192.168.0.101,以及收缩槽的IP地址192.168.0.105重复）；注IP地址可能会变动，查找方式见附录1。
7、打开电脑浏览器，在地址栏中输入：http：//192.168.0.105（此IP地址为静态的地址，需要用户保存好）选择相应的收缩槽仪器的图片，选择英语语言，即页面中的英国国旗显示，进入显示页面；

8、由于之前可能有其他文件需要清除，过程为：Measurement——file reset——clear dataset
9、清除原始数据，过程为：offset——length——set range finder to zero
10、瞬时数据读取：Online——Data——numerical，共6个通道。电脑安装java软件后，点击Online——Data——Graphical（java）可以观看收缩值-时间曲线，手机可以直接观看；
 (
测量时间
) (
测量起始时间
) (
收缩值
)
11、数据导出：Data——test——右击——另存为txt中，然后在excel中读取数据即可。
12、数据存取后，可直接关掉电源，但是在清槽时，要保护好两头的锚具。
13、操作完毕。


附录1
收缩斗（槽）IP地址查询方法
线路连接好——插入光盘（说明书内）——右键打开——名为“Beck-chiptool”文件——打开名为“chiptool”的黑色图标。



附录2
台式电脑与仪器连接具体方法
控制面板——网络和internet——网络和共享中心——本地连接——属性——双击“协议版本4”——点“使用以下IP地址”——填写IP地址（在子网掩码点一下自动生成）——之后连续点“确定”  
                   

附录3
收缩槽线路连接图
[bookmark: _GoBack]
                                                      
                               记录人员：于雷
                                              联系电话：18854882583
                                              记录日期：2017年10月25日
image6.jpeg
§ wwsmEE C=

[Fz ]

R R
& Realtek PCIe GBE Fanily Controller
EEER TSR ©

oot FEREFTR

Bos SRS

Eliceosort FEEIRAOITEONAS
& Internet HMUMTE 6 (ICP/IPv)
& Internet HUMTE 4 (ICP/IPv4)

- GEREIEHATAIE 1/0 WEHER
- SRR

m [ TU R )

FHEALIAIE Microsoft iR FATEE -





image7.jpeg
Internet A 4 (TCP/IPvA) Bt

[N

L

7

8

1
Sk

BihRE TP M ©
© fEATEA TP HitS)
TP Hit @

FHREES ()
iR )

5 RAEY

BihRE s RE S 6
© fERTER 1S FREE ©
i 05 RS )

& S FREE W

CIREHSTRE L

2

152 188

255 255 255

fEGY IF 98- T,

¥ R

o or

0





image8.jpeg




image1.jpeg




image2.png
Please select a channel

©MG,Wed Sep 18 12:15:08 2013

Schleibinger Gerite

Offset
Length
Measurement
Start
QUICK-Start
File Reset
Online-Data
Numerical
Graphical (Java’
Graphic
All-Channels-Graphic
Excel(R’
Data
Text
All-Channels-Text
HTML

Systel

_ $Shrinkage-Drain

Channel Select

Help

© MG, Wed Sep 18 12:15:08 2013 [ Schleibinger Geriite




image3.png
Please select a channel

© MG,Wed Sep 18 12:15:08 2013 [ Schleibinger Gerite

_ Schleibinger Gerate

Offset 13:37:39
Length (Channel|[_Sensor Dataset d/ b/ min / s Value | Unit |Raw—Value ¥
Measurement It |[130HF35PO1|[Test1-16 09_17_14 43|38 22:53:58  [93.38 |Length / Mm[13977.00000 |
é‘*jﬁxsmn 2 J[130HF35P02|[Test2-16_09_17_14_43][38 22:53:31  |-520.0|[Length / Mm|[12017. 00000 ||
File Reset B J[130HF35P03|[Test3-16_09_17_18_03][38 19:34:09  |395. 20 |[Length / Mu[14525. 00000 ||
ON‘LNG‘G | la J[130HF35P04|[Test4-16_09_17_18_04)[38 19:32:47  |-452. 88|[Length / Pu11739. 00000 ||
umerical = — = =
) 6 |[130HF35P05|[Test5-16_09_17_17 00|38 20:37:33  |-187. 38|Length / Mu[13375. 00000 |
Graphic & J[130HF35P06|[Test6-16_09_17_18_03][38 19:33:48  |-354. 61][Length / Hu[10853. 00000 ||
hannels-Graphic
Excel(R) © raw value: shrinkage drain: 0..16000, shrinkage cone: : out of range: —
Home

Channel Select

Help




image4.jpeg
EEEANEEEFREEE
LY
JIANCALPC
B
sEEIAE

2
RS

ExmERE
W eEFmsEnE

A EEEEE

=

s

o R
Internet

WERE  Internet
== 0 s

EEEmEREEE. A, B3 VPN S,

o ERRESEEN

SHEMT SR B LA TED Y, SEREAE,





image5.jpeg
E2)

Tnternet

TR

=G

o0:10:25

100.0 hps

EE

Bl Lose st | 23,583,598
(GEte | (B#RD [ 26O ]

©





